
Material:
Adhesive::
Backing Thickness/Vinyl
Backing Thickness/Film
Water Stability:
Solvent Stability:
Temperature:
Width:
Length:
Colors:

PROPERTIES SPECIFICATIONS

Botron B1618M Technical Data Sheet

Vinyl/Film
Acrylic/Permanent
4 mil w/adhesive
1.8 mil w/adhesive
Excellent
Good
-40oF TO 176oF
3’
54’ or 108'
Yellow with Black Print 

Product Notes and Features
• Bold print
• Printed ESD Symbol
• Scuff Resistant
• High Water Resistance
• Acrylic Based Adhesive
• Lead-Free RoHS 
  Compliant 

AVAILABLE APPLICATIONS

Easy to identify ESD safe tape lets people know they are 
in a static safe area. Our ESD Floor Tape can be used 
inside and outside to both stripe and line floors and walls. 
It also can be applied to heavy machinery and work 
equipment.

Overview:
Bright yellow vinyl floor tape with bold black ESD symbols 
and print reading ”CAUTION Static Sensitive Area”. Tear 
resistant 3″ wide rolls are available in lengths of 54′ or 
108′. It is a heavy duty and highly durable ESD floor tape 
that will provide long life in high traffic work areas.
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PART NUMBERS

B1618M 3″ x 54′ Aisle tape
B1636M 3″ x 108′ Aisle tape

Disclaimer. All statements of technical information are believed to be true and are based upon tests we
believe to be reliable. The proper use and application for this product must be the responsibility of the user.

The statements herein shall have no force or effect.
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