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Technical Data Sheet 

Permatex� Clear RTV Silicone 
Adhesive Sealant 
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PRODUCT BENEFITS 
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TYPICAL APPLICATIONS 
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DIRECTIONS FOR USE 
For Assembly 
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Instructions for PowerBead✄
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Storage of Unused Product 
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For Cleanup
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PROPERTIES OF UNCURED MATERIAL 
 Typical Value
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Technical Data Sheet 

TYPICAL CURING PERFORMANCE 
�

PERFORMANCE OF CURED MATERIAL 
✁ ✁

Typical  Values 
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TYPICAL ENVIRONMENTAL RESISTANCE 
Temperature Resistance Typical  Values 
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GENERAL INFORMATION 
This product is not recommended for use in pure oxygen 
and/or oxygen rich systems and should not be selected as 
a sealant for chlorine or other strong oxidizing materials. 

For safe handling information on this product, consult the 
Material Safety Data Sheet, (MSDS). 

ORDERING INFORMATION 
Part Number Container Size 

STORAGE 
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NOTE

Permatex, Inc. specifically 
disclaims all warranties expressed or implied, including 
warranties of merchantability or fitness for a particular 
purpose, arising from sale or use of Permatex, Inc. 
products and disclaims any liability for consequential or 
incidental damages of any kind, including lost profits.
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