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Permatex, A Brand of ITW Devcon
30 Endicott St.
Danvers, MA 01923  US 
Telephone 978-777-1100
Emergency:  800-424-9300

Technical Data Sheet

Permatex  Ultra Black ® Gasket
Maker

 
PRODUCT DESCRIPTION  S.I.N.: 834-300 
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PRODUCT BENEFITS
 
 
 
 
 
 
 

For Cleanup
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PROPERTIES  OF UNCURED MATERIAL

TYPICAL APPLICATIONSTYT
 
 
 

 
 
 
 

DIRECTIONS  FOR USE
For assembly as a form-in-place gasket

�

” ”

1/8”

For assembly as a gasket dressing

Typical Value 

TYPICAL CURING PERFORMANCE

      

PERFORMANCE  OF CURED MATERIAL

Typical  Values

TYPICAL ENVIRONMENTAL RESISTANCE 
Temperature Resistance   Typical  Values 
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Technical Data Sheet   

Chemical / Solvent  Resistance

GENERAL INFORMATION
This product is not recommended  for use in pure  oxygen 
and/or oxygen rich systems and should  not  be selected as 
a sealant for chlorine or other  strong oxidizing materials.

For safe handling information on this product,  consult the
Material Safety Data Sheet,  (MSDS).

ORDERING INFORMATION
Part Number  Container Size 
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STORAGE

  
 

NOTE

Permatex,  Inc. specifically 
disclaims  all warranties  expressed  or implied,  including 
warranties of merchantability  or fitness  for  a  particular 
purpose,  arising  from  sale  or  use  of   Permatex,   Inc. 
products and disclaims  any   liability  for consequential  or 
incidental  damages   of  any  kind,  including  lost  profits. 

Distributed by: 
All-Spec Industries

http://www.all-spec.com
mailto:sales@all-spec.com

