
| GLOVE PROFILE | 

Length mm (inches)

Cuff Thickness mm (mils)

Palm Thickness mm (mils)

Finger Thickness mm (mils)

Tensile Strength Before Aging
After Aging

Elasticity/Elongation Before Aging
After Aging

Pinhole Defect Rate* (AQL)

* Pinhole Defect Rate is FDA minimum requirement.

| PRODUCT CODE | PACKAGING

POWDER-FREE INDUSTRIAL-GRADE GLOVES 

The industrial grade Cobalt® glove offers 
the same great fit and feel of the medical 
grade version. Perfect for general purpose 
tasks such as maintenance, light-duty 
cleaning and food preparation. Fully 
textured finish for an improved grip in  
wet and dry conditions.

• Our most popular glove for  
non-medical applications

• Fully textured for enhanced grip

BLUE

NITRILE

NON-STERILE

AMBIDEXTROUS

FULLY TEXTURED

BEADED CUFF

FOR SINGLE USE ONLY

NON-LATEX

FOR NON-MEDICAL USE

 SAFETY SERIES NITRILE

  N27

240 (9.5)

0.09 (3.5)

0.10 (3.9)

0.12 (4.7)

18
14

500
400

4.0

100 Gloves/Box

10 Boxes/Case

S N271

M N272

L N273

XL N274
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COLL-SPEC-N27. v1

AN INDUSTRIAL VERSION OF OUR POPULAR COBALT® GLOVE

RECOMMENDED
INDUSTRIES
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