
• CE Appr oved - Conforms to st rict  European
standards.

• Footstand - Powder coated indust rial foot  stand
available or just  at tach to wall.

• Ohm-Stat CT-8900 For a full computerized
product  see the CT-8900 on
www.stat icsolut ions.com

Stat ic Solut ions ®

Ohm-Stat TM CT-8700
Combinat ion Tester w ith Sof tw are

Fast, Foolproof & Saves!
Provides complete testing of heel straps/shoes and

writst straps simultaneously and independently!
Test each foot and wrist in ONEtest! No changing of switch position.

Adjustable limits. Conform to EOS and European standards.

• Unique -Tests, measures, wrist  st rap (smocks)
and foot  grounder  data individually and
simultaneously. The meter displays pass-fail
set  to specif icat ions with LED’s and a buzzer

• Universal - Conforms to both US 20/20 and
European EN, DIN standards and
specif icat ions. Accepts domest ic and foreign
wrist  st raps, plugs, 4mm or 10 mm snaps and
dual stereo plugs.

• User Friendly - Red LED and buzzer signif ies a
failed system. Green LED signif ies a passed
system. Yellow LED signif ies a low bat tery.

• Electrical Limits -High: 2M, 5M, 10M, 35M,
50M, 75M, 1000M (special order.) 
Low: 0M (special), 500k, 750k. ohms.

• Dual Power - 9 volt  bat tery , or 110 or 220
volts AC to 9 v. DC power adapter. UL-CSA
listed.

• Safety - Safety tests at  a t rue 19 volts.

• NIST traceable - Each meter is calibrated to
NIST standards.

• Quality - Made in USA. Stainless steel power
switch and footplates will not  oxidize.

• Versatile - Mounts to walls, work  stat ions, or
foot  stand. Portable for f ield service
applicat ions. Can even open door as an
accessory

• Warranty -One year.

• Compact - Small size, light  weight .

• Footplate -Dual stainless steel foot  plates.

Press Pass, Fail or Retest

Attache wrist strap, step on dual plate and
press metal button.
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