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Spunlace Non-Woven blend of 55% cellulose and 45% 
polyester provided in a durable and re-sealable tub, 
compatible with Class 1,000 environments. Saturated 
with semiconductor grade (filtered to 0.2 micron) 70% 
Isopropyl alcohol and 30% De-ionized 18 mega ohm 
water. Processed and packed in a controlled environ-
ment. Highly absorbent and strong wiper without the use 
binders, starches or thermal bonding. The economical 
choice for critical cleaning applications. Lot quality control 
tested.

Description:

Product Attributes: White hypo-entangled non woven blend of 55% celluose and 45% polyester
Pre-saturated Polyester/Cellulose wiper with 70% IPA and 30% DI Water
Solvent filtered to meet SEMI standards (0.2micron), 18 mega-ohm De-ionized water
Designed for Class 1,000 application and above, low particle and extractable levels.
Durable and easy to use re-sealable tub
Leaves no residue on surfaces; Smooth and Soft texture for use on scratch sensitive surfaces

VALUTEKTM Pre-Saturated Nonwoven Wipes  

Contamination Characteristic of Wiper Prior to Saturation: 

Contamination Characteristics:    Liquid Particle Count (> 0.5 mm) 130x106 particales/m2

Non-volatile Residue: IPA extract 0.075 grams/m2

H2O extractant 0.056 grams/m2

Ions:

Test method: IEST-RP-CC004.3

Test method: IEST-RP-CC004.3

Test method: IEST-RP-CC004.3

            Sodium (Na+ )               36.8 ppm
            Chloride (Cl- )               8.24 ppm
            Calcium (Ca² + )            23.3 ppm
            Magnesium (Mg² + )      5.09 ppm
            Fluoride (F -  )            0.599 ppm
            Nitrite (NO2 -  )  < 0.10 ppm
            Bromide (Br- -   )            < 0.10 ppm
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Properties:

Tensile Strength:

Performance Characteristics: 

                                              Minimum   Maximum   
                          Width: inches       8.5                                9.0   
  Length: inches                  8.5                                9.0   
         
Test Method:       FTMS 191-5020 Metal Rule     
         
                          

 9" x 9"  

                       Basis Weight: 65 +/- grams/m2     
         
Test Method:          The determination of basis weight   
         
                                              CD:             N/ 5cm               >40

                       MD:             N/ 5cm               >175

Test Method:     FZ/T64012
  
         
                       

Absorption Capacity:                       > 500% of weight

Test Method:     FZ/T64012
  
         
                       

Size:

 

Packaging 75 each per pail
Boxed in poly bag lined case White  
exterior, 5 layer/double walled carton

refill pack  VTSNTRI&)R-99


