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Products

Description
6' Coil Cord for Wrist Straps with 1 Megohm Resistor and 4mm Sockets
12' Coil Cord for Wrist Straps with 1 Megohm Resistor and 4mm Sockets
20' Coil Cord for Wrist Straps with 1 Megohm Resistor and 4mm Sockets

Banana Plug, Swivel

>50,000 flexes

Black

PRODUCT SPECIFICATIONS

Part No.
SP1066

Value

Single

4mm female snap

1 meg ohm

“The Customer Company”™

Banana plug connectors work with all common point grounding blocks, bench 
grounds, wrist strap monitors, and testers. A swivel-type banana jack increases coil 
life and prevents cord tangles. Cord comes in 6', 12', and 20' lengths.

This series of Black Coil Cord parts include an alligator clip to slide over the banana 
plug for easy grounding when a terminal is not available.

Wrist Strap Coil Cord with 4mm Snaps

All-Spec Industries carries a series of Black Coil Cords with 1 Megohm Resistor for 
use with wrist straps that have a 4mm male snap. Both connectors feature strain 
relief sections to help prevent cord damage due to repeat bending. This product 
meets or exceeds the requirements of ANSI ESD-S20.20 and ESDA Standard 1.1-
2006.

SP1126

The values shown above were taken from random samples from material we believe to be typical for the product; however, actual values may vary 
somewhat from those listed above. All-Spec Industries makes no warranty, expressed or implied, as to the suitability of these materials for any 

specific use. Customers should determine product suitability based upon their own initial criteria and testing.
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