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KIMTECH™ A8 Zippered Lab Coat White  
 
 Product Information 

Code Description Color  Size Packaging 

51931 Zippered Lab Coat White Small 25 bags/case 

51932 Zippered Lab Coat White Medium 25 bags/case 

51933 Zippered Lab Coat White Large 25 bags/case 

51934 Zippered Lab Coat White XL 25 bags/case 

51935 Zippered Lab Coat White 2XL 25 bags/case 

51936 Zippered Lab Coat White 3XL/4XL 20 bags/case 

51937 Zippered Lab Coat White 5XL/6XL 20 bags/case 

 
Additional Attributes 

 100% Polypropylene Breathable SMS Fabric 

 Lab Coat with Knit Cuffs  (100% polyester) and Mandarin Collar 

 Zipper Tab on right side.  

 Product fabric meets requirements against EN 13034:2005 +A1:2009 PB (Type 6) 
limited chemical splash 

 Not made with natural rubber latex 

 Not made with BHT preservative 

 Materials and manufacturing process will not introduce the use of silicone 

 Product Fabric meets antistatic requirement  in compliance with EN1149-5:2008 

 
Performance Properties 
   Property Units Results     Standards 

Tensile Strength CD Lbs 13.5 ASTM D5034 

Tensile Strength MD Lbs 21.2 INDA IST 100.2 

Trap Tear – CD  Lbs 4.0 INDA IST 100.2 

Trap Tear – MD  Lbs 6.9 ASTM D5034 

Bacterial Filtration Efficiency  % 87 ASTM F2101 

Particle Filtration Efficiency  % 74 ASTM F2299 

Air Permeability  cfm 53 ASTM D737 

Water Vapor Transmission Rate  g/m2/day 4,714 ASTM D6701 

Hydrohead  mbar 55.0 AATCC-127 

Static Decay <0.5 sec Pass NFPA 99 

Surface Resistance  <=2.5 x109Ω Pass EN1149-1:2006 

Flammability  Class 1 Pass 16 CFR 1610 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 

 

For Additional information: Contact your Kimberly-Clark representative, our Customer Service Team (888)-346-GOKC (4652) or 
KCPInfo@kcc.com 

 
 
 
 
Workmanship Requirements: Apparel shall be made in accordance with reasonable industry practice with respect to defects, dirt and contamination. Apparel should be packaged as specified, 

having described size, and in the appropriate quantity as listed.   
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