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FLM36 Technical Data Sheet

Master Bond 
Polymer System

Product Description
Master Bond FLM36 is a very special film adhesive featuring 
incomparable strength properties, high temperature 
resistance and first class thermal conductivity and electrical 
insulation properties. Based on the Master Bond EP36AO 
formulation, this film differs from other heat resistant 
epoxies for it possesses far more toughness and flexibility 
than conventional high temperature resistant epoxies. 
Although it has a lower glass transition temperature 
and is softer above it, FLM36 retains its very high 
physical strength properties profile up to 500°F. FLM36 
combines markedly enhanced thermal and mechanical 
shock resistance and thermal cycling capabilities. FLM36 
bonds well to a variety of substrates including metals, 
composites, glass and many plastics. It has good chemical 
resistance to water, acids, bases, fuels and oils. The service 
temperature range is -100°F to +500°F. Being a film, it, of 
course, doesn’t require any mixing. The processing is very 
straightforward, that is heat curing at 350°F for 1-2 hours 
in order to obtain optimal properties. Two outstanding 
features of films include their uniformity of bond line 
thicknesses and limited squeeze out during bonding.

This product is offered in three standard sizes: FLM36-4A is 
4 x 4 x 0.008 inches, FLM36-8B is 8 x 8 x 0.008 inches and 
FLM36-12C is 12 x 12 x 0.006 inches. The film can be cut 
with a pair of sharp scissors into various shapes and sizes. 
With intricate shapes, preforms can be provided; although, 
a technical drawing with tolerances would be required. The 
films are rugged, durable and not prone to cracking. Using 
the film is simple. The films have release paper on each 
side. After the substrates are surface prepared, the release 

paper is removed on one side to expose the adhesive. It’s 
carefully placed onto the part and pressure is applied. The 
film is adhering to the surface as it possesses a “tackiness” 
to it. The second release lining is removed and the other 
substrate is affixed accordingly. The assembly is lightly 
fixtured and cured for 1-2 hours at 350°F. The bonded parts 
should be returned to 75°F before removing the fixtures.

The film is black in color to provide a vivid contrast 
from the release papers. Unlike nearly all the thermoset 
films of this type, FLM36 does not require freezing, 
although refrigeration is recommended. The cornucopia 
of advantages in using this film with its unique flexibilized 
epoxy chemistry is that it offers high temperature 
resistance, extraordinary toughness and flexibility and 
the ability to withstand rigorous thermal cycling. These 
properties enable it to be an excellent candidate for 
aerospace, electronic, opto-electronic and specialty OEM 
applications. Also, its thermal conductivity and electrical 
insulation properties are integral constituents of the 
product property profile of FLM36.

Product Advantages
	� Provides uniform bond line thicknesses, virtually no 

squeeze out when curing

	� Exceptionally rugged; easily cut into shapes

	� Black color facilitates application; cures readily at 
350°F for 1-2 hours

	� After polymerization it combines high temperature 
resistance with flexibility and toughness

	� Fantastic bond strength

B-staged film for high performance bonding and sealing

Key Features
	3 High temperature resistant

	3 Thermally conductive

	3 Tough and flexible

FLM36

	3 Easy to apply and doesn’t require freezing

	3 Excellent electrical insulation properties

	3 Uniform bond line thickness
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Preparation of Material and 
Bonding Surfaces
Master Bond FLM36 is a B-staged film adhesive, sealant 
that is offered as a standard product in the three sizes 
mentioned previously. In bonding applications, all surfaces 
should be carefully cleaned, degreased and dried to obtain 
the maximum bond strength. Metal and other surfaces 
should be chemically etched or mechanically abraded (e.g. 
sand blasted) for maximum bond strength. If this is not 
possible, surfaces should be roughened as much as possible 
with sandpaper or emery paper.

Application and Assembly
The black colored film is supplied sandwiched between 
two pieces of white release paper for color contrasting. It 
can be easily cut into various shapes and sizes. The actual 
application process is straightforward and easy. The release 
paper is removed from the lower part of the sandwich and 
the film is applied to the substrate. The film is sufficiently 
“tacky” so that it adheres readily to the substrate. The other 
layer of release paper is then removed and the second 
substrate is put into place. The pieces are then lightly 
fixtured. The film is easy to handle and very durable.  

Cure
FLM36 requires an elevated temperature cure. The 
recommended curing schedule is 1-2 hours at 350°F. Excess 

adhesive should not be a factor as the material has already 
been B-staged. Once bonded, extra care should be allowed 
for the parts to return to return to room temperature before 
removing the fixture.

Packaging/Film

Handling and Storage
All epoxies should be used with good ventilation and skin 
contact should be avoided. For safe handling details, please 
consult the product SDS. Optimum storage is at 40-50°F 
in a refrigerator. Cleanup is readily achieved with aromatic 
or ketone solvents employing proper precautions of 
ventilation and flammability. 

Typical Properties
Cure schedule, 350°F 1-2 hours

Hardness, 75°F 80 Shore D

Hardness, 212°F [100°C] 27 Shore D

Hardness, 350°F [177°C] 22 Shore D

Tensile strength, 75°F 2,000-3,000 psi

Tensile lap shear strength, aluminum to aluminum, 75°F 4,000-4,400 psi

Tensile lap shear strength, aluminum to aluminum, 
392°F

250-300 psi

Elongation, 75°F >50%

Glass transition temperature (Tg) 30°C

Thermal conductivity, 75°F 9-10 BTU•in/ft2 •hr•°F [1.2981-1.4423 W/(m·K)]

Coefficient of thermal expansion, 75°F 75-85 x 10-6 in/in/°C

Dielectric constant, 75°F, 60 Hz 4.1

Volume resistivity, 75°F >1014 ohm-cm

Color black

Service temperature range -100°F to +500°F [-73°C to +260°C]

Shelf life at 75°F, in original, unopened containers 6 months

Product is available in:

	� FLM36-4A: 4 x 4 x 0.008 inches

	� FLM36-8B: 8 x 8 x 0.008 inches

	� FLM36-12C: 12 x 12 x 0.006 inches
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Certifications

Not to Be Used for Specification Purposes
The values contained herein are considered typical 
properties only and are not intended to be used 
as specification limits. For assistance in preparing 
specifications, please contact Master Bond technical 
support for further details.

Notice 
Master Bond believes the information on the data sheets 
is reliable and accurate as is technical advice provided by 
the company. Master Bond makes no warranties, expressed 
or implied, regarding the accuracy of the information, and 
assumes no liability regarding the handling and use of this 
product.
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No part of this technical data sheet may be reproduced or transmitted in whole or in part, in any form, by any means, without the express written permission 
of Master Bond Inc. All requests for permission to reproduce material from this data sheet should be directed to Master Bond at technical@masterbond.com. 
No person or organization, except a duly authorized Master Bond employee, is authorized to provide or make available data sheets for Master Bond products. 
Data sheets from unauthorized sources may contain information that is no longer current or accurate and should be considered unreliable. The Master Bond 
logo is a registered trademark of Master Bond Inc. All other company, product and service names, logos, brands or trademarks are the property of their 
respective owners and are used for identification purposes only. No endorsement is implied.
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